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(57) Abstract: The invention relates to an optica] fibre plug connector (1), comprising at least one pair of plug connectors (3) and 
g a coupling (2), whereby each phig cormectOT (3) comprises a ferrule (4), each two ferrules (4) of a pair of plug connectors (3) are 
detachably guided and aligned together within a guide sleeve (5) and the coupling (2) has a housing (20, 21 ), for each of the plug 
connectors (3). According to the invention, a compact space-saving optical fibre plug connector made from few components may be 
achieved, whereby the coupling (2) is made from only one component 
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(57) Zusamraenfassung: Die Erfindnng bezieht sich auf eine Glasfaser-Steckverbindung (1). bestehend aus mindestens einem Paar 
von Sieckverbindern (3) und einer Kupplung (2), wobei jeder Steckverbinder (3) eine Ferrule (4) aufweist and jeweils zwei Ferrulen 
(4) eines Paares von Steckverbir.dem (3) Idsbar innerhaJb einer Hihrungshulse (5) zueinandergefUnrt und ausgerichtet sind und dass 
die Kupplung (2) jeweils cine Aufnahme (20, 21) fur die Sieckveibinder (3) besiizi. Urn cine kompakte, plaizsparcnde Glasfascr 
Sieckverbindcng aus wenigen Komponenten zu schaffen, bestehr die Kupplung (2)aus nur einem BauieiL 



